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Typ V DC V DC mA min-1 l/min °C °C h dB (A) g

934 1706 006 8...16 13 <50 2 650 18 -40...+100 -40...+100 5 000 <26 14

ebm-papst • St.Georgen

Stand-alone small sensor blower with integrated operating electronics for active ventilation of
temperature sensors for automatic temperature control of air conditioning systems in cars.
The active ventilation avoids mismeasurements due to irradition of various heat sources.
Significant reduced overall size due to the new motor technique of an external rotor motor on
pinch pole basis.
- Version with temperature sensor (NTC resistor 10 kΩ±3,5 % bei 25 °C; details on request)
- Temperature sensor blower module with internal drive-electronics (stand-alone version)
- Electrical connecting system optional with plug system Micro Quadlok or connecting cable 

with plug (connector coding has to be clarified)
- User specific adapter for fixation 
- Sinter-Bearing-System
- Quality Management ISO/TS 16949

DC Sensor Blower
S 2000 E Type 101

ebm-papst St. Georgen GmbH & Co. KG
Hermann-Papst-Straße 1 • D-78112 St. Georgen • Phone +49 (0) 77 24 / 81-0 • Fax +49 (0) 77 24 / 81-1309 • info2@de.ebmpapst.com • www.ebmpapst.com/de
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Nominal data

Type V DC V DC mA rpm x 10-3m3/min CFM °C °C h dB (A) g

934 1706 101 8...16 13 <50 2 700 18 0,64 -40...+95 -40...+100 5 000 <26 21

* Measured at free air delivery. Microphone distance 10 cm. Sensor blower assembled freerunning in elastic bands.
Average values at nominal voltage.

Only available for OEM
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Dimensions

All measures in mm. Engineering drawing with tolerance indication on request.

Pin assignment:
1 = GND
2 = VCC (8 V - 16 V)
3 = NTC
4 = NTC

ø1
6

PORON
foam ring

ø2
7.

4

16.55*10.64.916.9*

49.95*

ø3
0

*dimensions customised

plug housing
customised

adapter
customised

+

4 3 2 1

–

18

33

NTC

coding
customised


